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As Noted

Window Schedule

mark RO size type notes

A 2-6 x 1-1 Basement venting Selected by RDI
B 2-8 x 4-6 PARADIGM premium DH Heat mirror, krypton gas, U-value 0.2
C (2) 2-8 x 4-6 PARADIGM premium DH Heat mirror, krypton gas, U-value 0.2
D 2-6 x 3-5 PARADIGM premium DH Heat mirror, krypton gas, U-value 0.2
Note: All bedroom windows shall meet code for egress.

Door Schedule

mark size type notes

1 3-0 x 6-8 Insulated Entry Door, exterior, half light Man'f selected by Owner
2 6-0 x 6-8 Patio Door
3 3-0 x 6-8 Masonite, 6-panel, interior
4 2-8 x 6-8 Masonite, 6-panel, interior
5 1-8 x 6-8 Masonite, 6-panel, interior
6 5-0 x 6-8 Masonite, bi-fold, interior

Finish Schedule

room floor walls ceiling trim

Kitchens Vinyl Gyp. bd. ptd. Gyp. bd. ptd. Pine ptd.
Dining Rooms Hardwood
Living Rooms Hardwood
Bedrooms Hardwood
Baths Vinyl
Porches Wood decking Unfinished Unfinished Unfinished
Basements Concrete Unfinished Unfinished Unfinished

GENERAL REQUIREMENTS

NOTE!  The General Requirements are an integral part of this document set.  

Any part of the project not installed according to these requirements may be 

subject to removal and reinstallation at the G.C.'s expense.

1. Do not scale drawings, use written dimensions & notations only. Order of 

hierarchy: Equal Equal (EQ) and Alignment lines take precedence over hard 

dimensions. Detailed drawings take precedence over general plans.   

2. General Contractor and Subcontractors (G.C.) or Owner shall notify Austin 

Design Inc (ADI) of any discrepancies in dimensions in architectural drawings. 

Failure of Owner and/or G.C. to notify ADI of any error found in these drawings 

and/or to give ADI the opportunity to correct those errors shall indemnify ADI from 

all and any claims and damages relating to this project.  Any changes made to 

these drawings by any person or entity other than ADI shall indemnify ADI from all 

and any claims and damages related to this project.  Any variation in construction 

of the project from these drawings by Owner and/or the G.C. without written 

notice to ADI shall indemnify ADI from all and any claims and damages related to 

this project.  Use of any of these documents in any other project is not permitted 

without written permission of ADI.

3.  All framing tolerances will be within 1/4".  All finish tolerances will be within 

1/32".  If foundation does not permit this, contact ADI.

4. G.C. shall be responsible for securing all applicable permits as required for 

each and every trade.  This includes providing respective engineering, if required 

to obtain permit.

5. All structural information provided in these plans for pre-engineered & 

manufactured structural elements is for illustrative purposes only.  The G.C. shall 

be responsible for confirming all structural specifications and obtaining stamped, 

engineering drawings if required for manufactured structural components. The 

G.C. shall submit these drawings to ADI for review prior to ordering and/or 

purchasing.

6. Information on any page of this set of documents relates to information on 

other pages of this set of documents. G.C./Owner shall not submit partial sets of 

construction documents to subcontractors. All work shall be priced from a full and 

complete set of documents. The G.C. shall be responsible for errors or omissions 

of work or pricing caused by working from incomplete sets of documents.

7. All dimensions are from face of framing unless otherwise indicated. Interior 

dimensions are to face of stud wall NOT furring strips, if used.

8. All products shall be installed per manufacturer's specifications. G.C. shall 

verify all rough openings, and installation requirements for all fixtures, doors, 

windows, and mechanicals etc., prior to installation.

9. Complete all work in a workmanlike manner consistent with all applicable 

building, zoning and fire codes and with all rules, laws and regulations having 

jurisdiction over this project.

10. At completion of job, G.C. shall provide Owner with a project manual 

containing copies of all material and equipment specs, warranty information, 

users manuals, installation specs, maintenance info. and all similar information.

11. The final means and methods of construction as well as the sequence of 

construction for this project are to be determined by the G.C. and the Owner.

NOTE:
Interior trim profiles shall be selected by RDI/Owner.
GYP BD wrap at all windows (no trim).
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LOT 1 - 1st & 2nd Floor 
Plans

LOT 1
2 & 3 Bedroom Duplex

LOT 1

LOT 1 - 1st Floor Plan1 LOT 1 - 2nd Floor Plan2
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Lot 1 / 2 Bedroom
Light Ventilation

Space Square Footage Req. 8% of SF Actual Required 4% of SF Actual
First Floor

Kitchen 77 6 8.3 3 4.15
Dining Room 78 6 15.2 3 7.6
Living Room 199 16 15.2 8 7.6
Alcove 27 2 8.3 1 4.15
Bathroom 34 3 Artificial 1.5 Mechanical
Second Floor

Bedroom 1 100 8 16.6 4 8.3
Bedroom 2 129 10 16.6 5 8.3
Office 87 7 8.3 3.5 4.15
Bathroom 47 4 8.3 2 4.15

Lot 1 / 2 Bedroom
Light Ventilation

Space Square Footage Req. 8% of SF Actual Required 4% of SF Actual
First Floor

Kitchen 77 6 8.3 3 4.15
Dining Room 78 6 15.2 3 7.6
Living Room 199 16 15.2 8 7.6
Alcove 27 2 8.3 1 4.15
Bathroom 34 3 Artificial 1.5 Mechanical
Second Floor

Bedroom 1 100 8 16.6 4 8.3
Bedroom 2 129 10 16.6 5 8.3
Office 87 7 8.3 3.5 4.15
Bathroom 47 4 8.3 2 4.15

Lot 1 / 2 Bedroom
Light Ventilation

Space Square Footage Req. 8% of SF Actual Required 4% of SF Actual
First Floor

Kitchen 77 6 8.3 3 4.15
Dining Room 78 6 15.2 3 7.6
Living Room 199 16 15.2 8 7.6
Alcove 27 2 8.3 1 4.15
Bathroom 34 3 Artificial 1.5 Mechanical
Second Floor

Bedroom 1 100 8 16.6 4 8.3
Bedroom 2 129 10 16.6 5 8.3
Office 87 7 8.3 3.5 4.15
Bathroom 47 4 8.3 2 4.15

Lot 10 / 2 Bedroom
Light Ventilation

Space Square Footage Req. 8% of SF Actual Required 4% of SF Actual
First Floor

Kitchen 113 9 11.6 5 5.8
Dining Room 126 10 27.6 5 13.8
Living Room 176 14 15.2 7 7.6
Bathroom 20 2 7.6 1 3.8
Second Floor

Bedroom 1 101 8 16.6 4 8.3
Bedroom 2 129 10 16.6 5 8.3
Office 65 6 7.6 3 3.8
Bathroom 46 4 7.6 2 3.8
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Lot 1 / 3 Bedroom
Light Ventilation

Space Square Footage Req. 8% of SF Actual Required 4% of SF Actual
First Floor

Kitchen 77 6 8.3 3 4.15
Dining Room 102 8 15.2 4 7.6
Living Room 263 11 15.2 5.5 7.6
Alcove 26 2 8.3 1 4.15
Bathroom 34 3 Artificial 1.5 Mechanical
Second Floor

Bedroom 1 116 9 16.6 4.5 8.3
Bedroom 2 153 12 16.6 6 8.3
Bedroom 3 106 8 8.3 4 4.15
Bathroom 47 4 8.3 2 4.15

Lot 10 / 3 Bedroom
Light Ventilation

Space Square Footage Req. 8% of SF Actual Required 4% of SF Actual
First Floor

Kitchen 113 9 11.6 4 5.8
Dining Room 191 15 27.6 7.5 13.8
Living Room 190 15 15.2 7.5 7.6
Bathroom 34 3 7.6 1 3.8
Second Floor

Bedroom 1 111 9 15.2 4 8.3
Bedroom 2 144 12 15.2 6 8.3
Bedroom 3 111 9 16.6 4.5 8.3
Bathroom 54 4 8.3 2 4.15
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